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IDEAL FOR

ADVANTAGES

uuuuu LEVEL MEASUREMENT

uuuuu VOLUME DETERMINATION

uuuuu DISTANCE MEASUREMENT

uuuuu AREA CALCULATION

DISTO plus 
Laser Distance Meter

Visible Red Laser Technology
delivers unprecedented performance

both  Indoors and Outdoors

 
With the DISTO™ plus you are well equipped for every  situation.  
Whether you need high precision or the ability to f urther process 
measurement data electronically - everything is pos sible! 
 
The DISTO™ plus is the only device in the world that offers the highest 
accuracy, attractive design and wireless data transfer by means of 
BLUETOOTH® in one package. Even if you are currently still working with 
paper and pencil, integrated BLUETOOTH®  technology allows you to 
make the change at any time and to record your values electronically. The 
data can be transferred on site wireless to a PDA (Pocket PC) or directly 
to a laptop and easily used for other purposes. 
 
Both the free software programs help to ease your workload. “PlusDraw” 
allows you to create simple sketches with the values on the pocket PC. 
The sketches can be transferred as a graphic file (bmp-file) to the PC 
while your recorded data is stored in a dedicated Excel file. “PlusXL” 
enables you to record the recorded values immediately and directly into 
an Excel table and to edit them on the PC. You can also send the 
recorded results from your DISTO™ plus to your laptop – wireless. 

Quick accurate measurement

Wireless data transfer

Precise over long distances

BLUETOOTH Technology

Very user friendly

Free software included

"PlusXL" compatible with Excel

"PlusDraw" creates graphic files (bmp) 



SPECIFICATIONS
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PERFORMANCE GUARANTEE

Since 1986, every instrument sold by HiTECH

has been guaranteed to perform in the

application it originally was engineered and

recommended for.  Our company policy remains

the same, every product sold comes with a

written performance guarantee.

Should the equipment be unable to perform

satisfactorily  in your application and we are not

able to correct the problem, we will accept the

instrument in return and issue full credit.

This performance guarantee is valid for 60 days.

Thereafter, our standard limited two years factory

warranty goes into effect.

Copyright 2005 HiTECH Technologies, Inc.

DISTO plus 
Laser Distance Meter

Model DistoPlus

System requirements and compatible PDA models can be found on www.disto.com
Warranty: 24 months as of date of purchase

Technical data plus classic5 lite5

Measuring accuracy typ. ± 1.5 mm/0.06 in ± 3 mm/0.1 in ± 3 mm/0.1 in(Display unit as off 100 m : 1 cm)

Range 0.2 up to 200 m 0.2 up to 200 m 0.2 up to 200 m
(from about 70 m, use target plate) 0.7 up to 650 ft 0.7 up to 650 ft 0.7 up to 650 ft

Time for a Distance 0.5 to about 4 sec.
measurement Tracking 0.16 to about 1 sec

Units of measure

Distance in m/ft 10, 50, 100 mm/32, 164, 328 ft 
Diameter of laser dot in mm/in 6, 30, 60 mm/0.2, 1.2, 2.4 in 

Distance, area, volume
measurement • • •

Time delay release • • •

Tracking • •

Min./max. distance tracking • •

Pythagoras function • •

Calculator • •

Calculations, functions total 8 7 2

Changes, stores constants 10 10 0

Recall last 15 values • •

Interface 

Free software PlusDraw/PlusXL •

Keyboard Soft-Touch Soft-Touch Standard

Multiple line segment display • • •

Illuminated LCD • • •

Multifunctional end piece • •

Alignment aid •

Built-in telescopic viewer • •

Built-in bubble • • •

Hand loop • • •

Holster • • •

Measurements up to 10 000 up to 10 000

Batteries Typ AA 2x1.5 V Typ AA 2x1.5 V Typ AA 2x1.5 V

Splash proof/
dust proof (IP54) • • •

Dimensions 172x73x45 mm 172x73x45 mm 142x73x45 mm
6.8x2.9x1.8 in 6.8x2.9x1.8 in 5.6x2.9x1.8 in

Weight including batteries 350 g 335 g 315 g
12.35 oz. 11.81 oz. 11.11 oz.

mm, cm, ft, ft in 1/16,
in, in 1/16, ´ ´´ 1/16

mm, cm, ft, ft in 1/16,
in, in 1/16, ´ ´´ 1/16

mm, ft in 1/16

up to 10000 (reduced when
operated with BLUETOOTH®)

BLUETOOTH ® -
Technology


